
PP threaded fittings

Nipple
ITEM 115

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

contenido.peso
bruto

Unidades
lote

1004000 PP NIPPLE 1/2" 0.006 0.00473 1.26 200

1004001 PP NIPPLE 3/4" 0.010 0.00892 2.20 200

1004002 PP NIPPLE 1" 0.018 0.00892 2.00 100

1004003 PP NIPPLE 1 1/4" 0.028 0.01553 3.14 100

1004004 PP NIPPLE 1 1/2" 0.041 0.02244 4.19 90

1004005 PP NIPPLE 2" 0.080 0.02244 5.30 60

1004006 PP NIPPLE 2 1/2" 0.096 0.02244 2.41 20

1004007 PP NIPPLE 3" 0.181 0.02244 4.11 20



 

 

ITEM 115 | Nipple

C??digo f tubo - A Peso (g) B C D PN TIPO ROSCA

04000 1/2" 5 13 33 22 PN10 BSP

04001 3/4" 9 15 39 26 PN10 BSP

04002 1" 18 18 47 37 PN10 BSP

04003 1 1/4" 29 20 52 45 PN10 BSP

04004 1 1/2" 41 23 58 52 PN10 BSP

04005 2" 64 26 66 64 PN10 BSP

04006 2 1/2" 96 30 74 78 PN10 BSP

04007 3" 150 33 84 94 PN10 BSP



 

 

Product Documents Product Certificates

Company Certificates

https://2025.hidroten.com/en/download/excel/115.xls
https://2025.hidroten.com/en/download/eps/115.eps
https://2025.hidroten.com/en/document-download/aenor-product-certificate
https://2025.hidroten.com/en/document-download/aenor-environment-certificate
https://2025.hidroten.com/en/document-download/certificate-aenor-of-quality
https://2025.hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://2025.hidroten.com/en/document-download/certificate-iqnet-of-environment
https://2025.hidroten.com/en/document-download/compliance-certificate
https://2025.hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

