
PVC-U pressure fittings

90º TEE SOLVENT SOCKET
4V
ITEM 834

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

Gross
weight

Unidades
lote

1001304 90º TEE 4V 50 0.218273 0.03682 7.42 30

1001305 90º TEE 4V - 63MM 0.370405 0.04836 8.32 20

1001306 90º TEE 4V - 75MM 0.473775 0.01553 2.2251 4



 

 

ITEM 834 | 90º TEE SOLVENT SOCKET 4V

Código A Peso (g) B C D E PN MEDIDA

01304 50 212 61 31 114 88 PN16 MÉTRICO

01305 63 336 76 38 141 109 PN16 MÉTRICO

01306 75 598 90 44 167 130 PN16 MÉTRICO



 

 

Product Documents Product Certificates

Company Certificates

https://2025.hidroten.com/en/download/excel/834.xls
https://2025.hidroten.com/en/download/eps/834.eps
https://2025.hidroten.com/en/document-download/acs-certificate-pvc-fitting-fittings
https://2025.hidroten.com/en/document-download/wras-certificate-pvc-fitting-accessories
https://2025.hidroten.com/en/document-download/certificate-csn-en-iso-1452
https://2025.hidroten.com/en/document-download/certificate-imo
https://2025.hidroten.com/en/document-download/aenor-environment-certificate
https://2025.hidroten.com/en/document-download/certificate-aenor-of-quality
https://2025.hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://2025.hidroten.com/en/document-download/certificate-iqnet-of-environment
https://2025.hidroten.com/en/document-download/compliance-certificate
https://2025.hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

