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Ventosas Net®

Doble Efecto (C1) PPFV
ITEM 306

Peso Volume contenido.peso Unidades
REFERENCIA DESCRICAO liguido  (m3) bruto por lote

1017003 VENTOSA NET Duplo EFECTO 1" (PP)  0.282865 0.022435 6.145 20
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ITEM 306 | Doble Efecto (C1) PPFV

. . TIPO
Cédigo fA Peso (g) B C D E F Material PN ROSCA
17001 12" 256.5 158 75 14 15 1/2" PPFV PN16 BSP
17002 3/4" 260.1 160 75 16 15 1/2" PPFV PN16 BSP
17003 1 265.5 163 75 19 15 12 PPFV PN16 BSP
17501 1/2" 281.2 158 75 14 15 1/2" PA PN25 BSP
17502 3/4" 285.95 160 75 16 15 1/2" PA PN25 BSP

17503 1" 291.65 163 3 19 5 172" PA PN25 BSP
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Certificados do Produto



https://2025.hidroten.com/pt/download/excel/306.xls
https://2025.hidroten.com/pt/download/eps/306.eps
https://2025.hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://2025.hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://2025.hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://2025.hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://2025.hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://2025.hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

