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Recambios

Salida r/fémea v/b

T

bidireccional
ITEM 640

REFERENCIA

111D821

111D822

111D823

111D824

111D825

111D826

111D827

111D828

DESCRICAO

saida R/fémea V.E.
saida R/féemea V.E.
saida R/féemea V.E.
saida R/fémea V.E.
saida R/fémea V.E.
saida R/fémea V.E.
saida R/fémea V.E.

saida R/fémea V.E.

bidirecional 1/2"

bidirecional 3/4"

bidirecional 1"

bidirecional 1 1/4"

bidirecional 1 1/2"

bidirecional 2"

bidirecional 2 1/2"

bidirecional 3"

Peso
liquido

0.0395

0.053

0.081126

0.1311

0.2273

0.3318

0.5815

0.973325

Volume
(m3)

0.008918
0.008918
0.008918
0.008918
0.015532
0.022435
0.00891

0.01553

Peso
bruto

2.56

231

5.13

3.8582

7.22

2.516

4.22

Unidades
por lote

60

40

60

28

30

24
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ITEM 640 | Salida r/fémea v/b bidireccional

CcODIGO r PESO (9) DN A B PN TIPO ROSCA
11D821 1/2" 39 15 55 17 PN16 BSP
11D822 3/4" 56 20 62 20 PN16 BSP
11D823 1 79 25 72 23 PN16 BSP
11D824 11/4" 143 32 88 26 PN16 BSP
11D825 1172 228 40 103 33 PN16 BSP
11D826 2" 374 50 120 29 PN16 BSP
11D827 21/ 585 65 150 33 PN10 BSP

11D828 3" 1055 80 181 36 PN10 BSP
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Certificados do Produto



https://2025.hidroten.com/pt/download/excel/640.xls
https://2025.hidroten.com/pt/download/eps/640.eps
https://2025.hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://2025.hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://2025.hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://2025.hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://2025.hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://2025.hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

